INLINE PLATE USED TO FIX TO

TOP FIX INLINE PLATE

o)

STEEL PFC. USE M12 HEX HEAD T

BOLTS AND NUTS.

CORE DR

CORE DRILLED HOLE WITH POST

FIXED WITH NON SHRINK GROUT.

FILL GROUT TO UNDERSIDE OF TILE
TO STOP WATER EGRESS

TO AVOID CRACKING TILES THRU

EXPANSION OF POST.

ILL FIXING

STD CORNER GATE AOS=890mm F/W=868mn

MATERIAL: ALUMINIUM 6061 T6

TOP FIX 90 DEGREE PLATE

MI2 S/S CHEMSET 1000mm
INTO CONCRETE OR M12x100mm
S$/S COACH SCREW INTO

HWD BEARER DR JOIST.

M2 s/8
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TEMLPATE 1S PANEL
12mm CLEAR TOUGHENED GLASS
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TEMLPATE 1SH PANEL
12mm CLEAR TOUGHENED GLASS
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CERTI-CAP REQUIRED
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TEMLPATE 3 GATE
8mm CLEAR TOUGHENED GLASS

C
:\LUE ON GATE KIT

TEMLPATE 15 PANEL
12mm CLEAR TOUGHENED GLASS

MAX GAP 100mm
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NOTESIGATES ALWAYS OPEN AWAY FROM THE POOL.
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